Split Core Current Transformer

600 & 601 Series

Proper safety precautions must be followed during  installa-
tion by a trained electrician. Never install while bus is ener-
gized. The current transformer must have its secondary ter-
minals short circuited or the burden connected, before ener-
gizing the primary circuit.
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The 600 & 601 Series Split Core Current Transformers are :?;“b“““ls s with one fatwasher and | (1)
designed for assembly to an existing electrical installation without i 005 1L VLY S LB U L b =
the need for dismantling the primary bus or cables. Flexible Leads ==
UL 1015 105° C, CSA approved, #16 AWG, 24" long unless —
otherwise specified i
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Part Number | Current Ratio l‘)/(I)A(f(:ss g‘;l.?e'er;'ac;ss UI;{;]I;Z Part Number | Current Ratio ]()/ZAJJSS l;qal.?em; 3.(;“5 ul;g";z
600-401 [ 400:5A 1.5 241 |- 601-401 400:5A 1.0 [ ) [ESS —
600-501 [ 500:5A 2.0 241 | 601-501 500:5A 1.5 48 | 48 |-
600-601 [ 600:5A 2.5 24 | 24 |- 601-601 600:5A 20 24 | 48 |-
600-801 [ 800:5A 5.0 12112 |24 601-801 800:5A 15 1212448
600-102 | 1000:5A 15 12 |12 | 24 601-102 1000:5A 50 12 (12| 438
600-122 | 1200:5A 15.0 06 12112 601-122 1200:5A 10.0 12 (12| 24
600-152 | 1500:5A 20.0 06 06|12 601-152 1500:5A 15.0 12 (1212
600-162 | 1600:5A 20.0 06 06|12 601-162 1600:5A 15.0 12 (1212
600-202 | 2000:5A 30.0 06 |06 |06 601-202 | 2000:5A 20.0 0606112
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